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B 4021 B 5031 B 6033 (Tentative) SIDE VIEWING

8 4032 (Tentative)
Overall 1.175” max. (cut leads) | 1.380” max. 1.625” max. 3.750” nom. 5.250"” nom.
Length 2.325” max. (long leads)
ﬁegtﬁ? 0.925” max. 1.125" max. 1.325" max. 3.00” nom. 4.50” nom.

eig

Bulb 0.650" max. 1.080” max. 1.350” max. 3.125” nom. 2.000” nom.
Diameter
Envelope See Fig. 6 See Fig. 5 See Fig. 5 See Fig. 5 See Fig. 4
Connections
Height of 0.305" nom. 0.610” nom. 0.808” nom. 2.250” nom. 2.000” nom.
Numerals
Socket SK-116 HSK-106 or HSK-106 or SK117 SK117

Fig. 9 HSK-112 HSK-112 Fig. 10 Fig. 10

Fig. 8 Fig. 8

Weight 0.2 oz. 0.4 oz. 0.8 oz. 4.0 oz. 4.0 oz,
Mounting See Note 1 See Note 2 See Note 2 See Note 2 See Note 2
Position
Cathode (s) Glow Glow Glow Glow Glow

Discharge Discharge Discharge Discharge Discharge
Shock 55 G's 55G's 55 G's

ihrati f ' Prototype Prototype

Vibration 10G's 10 G's 10 G's ; :

60 Cpc. 60 Cps. 60 Cps. Lr;ftormatmn Lr;ftormation
Temperature —65°C through —65°C through | —65°C through § Available Available

3»70"0 +70°C +70°C

ee Note 3 See Note 3 See Note 3

Altitude 70,000 feet 70,000 feet 70,000 feet

The tube socket is mounted with respect to the view-

ing position so the intersecting pins 1 & 7 are vertical
with pin #7 on top. This orients the numbers in the
correct vertical position. They are viewed through the

Note 2

top of the tube.
See Fig. B. The tube socket is oriented with respect
to the viewing position so that A—A", intersecting the

center of Pins 1 and B is vertical with Pin B on top.
This orients the numerals in the correct vertical posi-
tion. They are viewed through the top of the tube,
except type B7031 which is viewed through the side.

Note 3

From +-30°C to +70°C, no significant change in cath-

ode current occurs. From +30°C to —65°C an increase
in cathode current (up to 50%) may be expected,
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HSK-106 and HSK-112 sockets are
physically identical except for the
saddle orientation. The HSK-106 sad-
dle is 25-5/7° from the vertical cen-
ter line, The saddle for the HSK-112
is mounted in line with the vertical
center line.
FIG. 8 CONTACT SOCKET ASSEMBLY
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